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Dimensions in mm C E A G S I C H E R H E I T S T E C H N I K  G M B H 5.93

Z O N E 1 Z O N E 2 Z O N E 21 Z O N E 22
E X - I N S T A L L A T I O N  U N I T S  A N D  M A T E R I A L

T e c h n i c a l  d a t a

Type C30

Marking to 94/9/EC II 2 G ⎮ II 2 D T85 °C

Type of protection EEx d IIC T6

EC-Type Examination Certificate LOM 02 ATEX 2037 X

Rated voltage up to 690 V

Rated current depends on terminal mounting

Degree of EN 60529 IP 66

Enclosure material Light metal

Inside diameter Ø 78 mm

Insert length terminal rail up to 45 mm

Terminal cross section up to 6 mm2

Weight empty approx. 0.80 kg

O r d e r i n g  d e t a i l s  t y p e  C 3 0

Typ Thread No.  of Order No.

terminals

C30 T1 3 x 1/2” NPT – NOR 000 001 151 181

C30 T2 3 x 3/4” NPT – NOR 000 001 151 199

C30 X1 4 x 1/2” NPT – NOR 000 001 151 205

C30 X2 4 x 3/4” NPT – NOR 000 001 151 214

E x - d T E R M I N A L  B O X
5.93

I C30 I

O r d e r i n g  d e t a i l s  b u i l t - i n  c o m p o n e n t s  t y p e  C 3 0  

Typ Descr ipt ion No.  of Order No.

terminals

BC 30 Mounting plate with 

pillor terminals 4 x 4 mm2 4 x Ex-e* NOR 000 001 151 222

PBPD 30 Terminal rail DIN 46877 Mounting rail NOR 000 000 115 314

PC 30 Mounting plate without terminals – NOR 000 000 115 302

* 4 x 4 mm2 multi-wire or 2 x 6 mm2 solid

O r d e r i n g  d e t a i l s  m o u n t i n g  a n g e l  f o r  h o u s i n g  f i x i n g  t y p e  C 3 0

Design Order No.

SUSC 30 NOR 000 000 115 311

Fixing material and accessories see page 5.110 pp.

Type C30 T

Type C30 X

Thread
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Terminal bloc C30 Type SUSC30 Type C30



Type C31 Terminal block BC31

Dimensions in mm

T e c h n i c a l  d a t a

Type C31

Marking to 94/9/EC II 2 G ⎮ II 2 D T85 °C

Type of protection EEx d IIC T6

EC-Type Examination Certificate LOM 02 ATEX 2037 X

Rated voltage up to 690 V

Rated current depends on terminal mounting

Degree of EN 60529 IP 67

Enclosure material Light metal

Inside diameter Ø 120 mm

Insert length terminal rail up to 82 mm

Terminal cross section up to 10 mm2

Weight empty approx. 1.30 kg

5.94 C E A G S I C H E R H E I T S T E C H N I K  G M B H
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E x - d T E R M I N A L  B O X E S

I C31 I
5.94

O r d e r i n g  d e t a i l s  t y p e  C 3 1

Type Thread No.  of Order No.

terminals

C31 T1 3 x 1/2” NPT – NOR 000 111 150 001

C31 T2 3 x 3/4” NPT – NOR 000 111 150 002

C31 T3 3 x 1” NPT – NOR 000 111 150 003

C31 X1 4 x 1/2” NPT – NOR 000 111 150 004

C31 X2 4 x 3/4” NPT – NOR 000 111 150 005

C31 X3 4 x 1” NPT – NOR 000 111 150 006

O r d e r i n g  d e t a i l s  b u i l t - i n  c o m p o n e n t s  t y p e  C 3 1

Type Cable entry No.  of Order No.

terminals

BC31 Mounting plate with pillor terminals 4 x 4 mm2 * NOR 000 111 150 009

P C31 Mounting plate without terminals – NOR 000 000 115 306

PBPD 31 Terminal rail DIN 46877 – NOR 000 000 115 015

* 4 x 4 mm2 multi-wire or 2 x 6 mm2 solid

Fixing material and accessories see page 5.110 pp.

Type C31 T

Type C31 X
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