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TS-26/TR-26  170 lux (5°) @ 5m
TS-24/TR-24 230 lux (5°) @ 5m
TS-24+/TR-24+  280 lux (5°) @ 5m

Primary Cell Safety Torch

• ATEX and IECEx Approved for 

Zones 1 and 2 explosive Gas and 

Dust atmospheres

• T6 and T4 models

• Simple, robust design

• Optimum Halogen light output

• High energy, long life alkaline 

cell approval

• Low battery power indicator option

• Convert T4 models to LED using the

approved TP-300 Module

WOLF ATEX SAfETy TORCH

1180

Ref TS-26/TR-26 TS-24/TR-24 TS-24+/TR-24+

II 2 GD EEx e ib IIC T6 II 2 GD EEx e ib IIC T4 (Ta=40°/55°C)

IP67 T65°C Ex tD A21 IP67 T95°C Db (Ta=55°C)

BAS02ATEX2220X

Zones 1 & 2

Zones 21 & 22

0.350kg/0.390kg 0.450kg/0.490kg 

60 x 60 x 200/60 x 80 x 195mm

2 x R20 (D) 2 x LR20 (D)

1.2W 1.7W Xenon 2.0W Halogen

≈5hrs ≈12hrs ≈10hrs

IP67

G

D

Primary Cell LED Safety Torch

• ATEX and IECEx Approved for 

Zones 1 and 2 explosive Gas and 

Dust atmospheres

• T4 temperature class

• High power LED light source

• Simple, robust design

• High energy, long life alkaline 

cell approval

• Low battery power indicator

• Also available, an LED retrofit (TP-300)

into existing Wolf T4 bulb torches

WOLF SAfETy TORCH with LED
Ref TS-30+/TR-30+

II 2 GD Ex e ib IIC T4 Gb (Ta=40/55°C)
Ex tb IIIC T95°C Db (Ta=55°C)

BAS02ATEX2220X

Zones 1 & 2

Zones 21 & 22

0.475Kg/0.500Kg

60 x 60 x 200/60 x 80 x 195mm

2 x LR20 (D)

High Power LED

≈27 hrs

IP67

G

D

TR-30+ & TS-30+
8600 lux (5°) @ 1m
291 lux (5°) @ 5m

Market 
Leader 


