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LV & MV Circuit Breaker, Contactor & Overload Relay

Contactor & Overload Relay
HYUNDAI Contactor & Overload Relay employs a modular design, which allows quick and simple mounting of 
auxiliary contact blocks, timers, mechanical latching blocks, etc. 

With highly advanced design for industrial applications such as motor control centers, 			 
the HYUNDAI contactor is appropriate for various control systems.
It is also favored by shipyards and power plants whose criteria includes high reliability and performance.

Qualified Standard & Approval 

Standard
▶IEC 60947
▶EN 60947
▶UL 508
▶BS 47794, BS 5424, BS 4941
▶VDE 0660
▶DNV
▶KS C4504
▶JISC 8328, JEM 1038

Approval
▶ISO 18001, 14001, 9001
▶CE (�Community European / TU

..
V Rheinland)

▶KERI
▶KS
▶UL / C-UL
▶TSE
▶GOST-R
▶CCC
▶KR, ABS, BV, NK, LR

U-Series
Magnetic Contactor

Model
Capacity (IEC 60947, AC-3 [Ie], kW/A) Durability

(at AC440V, 1000times) Operation 
current

Auxiliary
contact

(standard)

Dimensions
(WxHxD, mm)

AC200 /240V AC380 / 440V AC500 / 550V AC660 /690V AC1000V Electrical Mechanical

UMC9 2.5/9 4/9 4/7 5.5/6 - 2,500 25,000
AC,DC 1NO or 1NC 44x75x80(AC)

44x75x112(DC)UMC12 3.5/12 5.5/12 7.5/12 7.5/9 - 2,500 25,000

UMC18 4.5/18 7.5/18 8.5/15 7.5/9 - 2,500 15,000

AC,DC 0NO+0NC 45x83x94(AC)
45x83x127(DC)UMC25 5.5/25 11/25 15/22 15/18 - 2,500 15,000

UMC32 7.5/32 15/32 18.5/28 18.5/22 - 2,000 15,000

UMC40 11/40 18.5/40 22/32 22/23 - 2,000 15,000

AC,DC
0NO+0NC 
2NO+1NC
(DC only)

55x106x111(AC)
79x106x111(DC)UMC50 15/50 22/50 30/43 30/28 - 2,000 15,000

UMC65 18.5/65 30/65 33/60 33/35 - 2,000 15,000

UMC75 22/75 37/75 37/64 37/42 - 2,000 10,000

AC,DC
0NO+0NC
2NO+1NC
(DC only)

70x140x128(AC)
94x140x128(DC)UMC85 25/85 45/85 50/75 45/45 - 2,000 10,000

UMC100 30/100 55/100 50/85 45/65 - 2,000 10,000

UMC115 37/115 60/115 59/100 55/65 65/50 1,000 5,000

AC/DC 2NO+2NC 103x155x146UMC130 40/130 65/130 70/120 75/82 75/54 1,000 5,000

UMC150 45/150 75/150 90/140 90/120 90/66 1,000 5,000

UMC185 55/185 90/185 110/180 110/120 110/78 1,000 5,000

AC/DC 2NO+2NC 138x204x174UMC225 75/225 132/225 132/200 132/150 132/96 1,000 5,000

UMC265 80/265 147/265 150/225 160/173 160/113 1,000 5,000

UMC300 90/300 160/300 200/273 200/220 200/141 1,000 5,000

AC/DC 2NO+2NC 163x243x203UMC400 125/400 220/400 250/300 250/300 250/178 1,000 5,000

UMC500 140/500 250/500 300/426 335/360 275/192 500 5,000

UMC630 190/630 330/630 330/500 400/412 300/213 500 5,000
AC/DC 2NO+2NC 276x314x253

UMC800 220/800 440/800 500/720 500/630 400/284 500 5,000

|  UMC225  ||  UMC9  |
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MCCB MINIATURE MC ACB VC VCB

Thermal Overload Relay

Model UTH12 UTH32 UTH65 UTH100 UTH150 UTH265 UTH400 UTH800

Rated
current

(A)

0.12-0.15-0.18
0.18-0.22-0.26
0.25-0.3-0.35
0.34-0.42-0.5

0.5-0.6-0.7
0.6-0.75-0.9

0.8-1-1.2
1.1-1.35-1.6
1.5-1.8-2.1

2-2.5-3
2.8-3.5-4.2

3-4-5
4-5-6

5.6-6.8-8
6-7.5-9
8-10-12

0.12-0.15-0.18
0.18-0.22-0.26
0.25-0.3-0.35
0.34-0.42-0.5

0.5-0.6-0.7
0.6-0.75-0.9

0.8-1-1.2
1.1-1.35-1.6
1.5-1.8-2.1

2-2.5-3
2.8-3.5-4.2

3-4-5
4-5-6

5.6-6.8-8
6-7.5-9
8-10-12

12-15-18
15-18.5-22
17-21-25
22-27-32

7-8.5-10
8-10-12

12-15-18
15-18.5-22
17-21-25
22-27-32
28-34-40
34-42-50
45-55-65

17-21-25
22-27-32
28-34-40
34-42-50
45-55-65
52-63-75
59-72-85

70-85-100

48-64-80
69-92-115

78-104-130
90-120-150

48-64-80
69-92-115

78-104-130
90-120-150

111-148-185
135-180-225
159-212-265

90-120-150
111-148-185
135-180-225
159-212-265
180-240-300
240-320-400

300-400-500
378-504-630
480-640-800

Auxiliary contact
(standard) 1NO+1NC 1NO+1NC 1NO+1NC 1NO+1NC 1NO+1NC 1NO+1NC 1NO+1NC 1NO+1NC

Dimensions
(WxHxD, mm) 45x79x76 45x81x91 55x94x105 70x108x123 180x159x187 180x185x185 180x205x185

500A: 180x205x185
630A: 245x223x197
800A: 245x223x197

Applied
contactor

UMC9
UMC12

UMC18
UMC25
UMC32

UMC40
UMC50
UMC65

UMC75
UMC85

UMC100

UMC115
UMC130
UMC150

UMC185
UMC225
UMC265

UMC300
UMC400

UMC500
UMC630
UMC800

Separate mounting
block (option) UTHMB12 UTHMB32 UTHMB65 UTHMB100 - - - -


