
A-TL44A  70lux @ 2.5m
A-TL45A  2000lux (10°) @ 5m
A-TL45A  950lux  (25°) @ 5m 

A-TL45A

High-power compressed air 

Safety Lamp

• for use in Zones 1 and 2 

hazardous areas

• Aluminium super-lightweight

construction

• 250 watt Halogen light output

• Safe compressed air power source

• Dust ignition protected for Zones 

21 and 22 using remote exhaust

• Group 1 Mining approval with 

alternative brass construction

A-TL44A

WOLF ATEX TURBOLITE
Ref A-TL44A A-TL45A

II 2 GD II T4 (Tamb = 55°C) T135°C

SIRA02ATEX5099X

Zones 1 & 2

Zones 21 & 22

5.5kg 7.1kg

170 x 180 x 280mm 220 x 180 x 240mm

0.75m3/min @ 5-8bar

250W Halogen

G

D

IP40 IP68

1180

WL-70
120 lux (30°) @ 5m (18 Watt)

WL-85 & WL-80
210 lux (30°) @ 5m (36 Watt)

WL-85

Rechargeable high output LED floodlight

• ATEX Approved for Zone 1 explosive

Gas and Dust atmospheres

• High power white LED beam with flood

of lower level fringe light

• LED light source ‘fitted for life’, no bulb

replacement required

• Long duration, up to 12 hours full power,

24 hours half power

• Locking pivot head

• Toughened glass lens with optional

disposable lens guard

WL-70

WOLF ATEX WORKLITE
Ref WL-85 WL-70 WL-80

II 2 GD Ex e ib mb IIC T4

Ex tD A21 IP65 T135°C
Sira07ATEX3027

Zones 1 & 2

Zones 21 & 22

23kg 16kg 16.5kg

550 x 240
470 x 230 x 230mm

x 230mm

12/24hrs 6/12hrs

12 x 3W LED 6 x 3W LED 12 x 3W LED

100 – 254VAC

12hrs 8hrs

G

D

IP65

1180


