
M-10  8 lux (13°) @ 2.5m M-20  100 lux (6°) @ 2.5m

M-40  15 lux (18°) @ 2.5m M-60  275 lux (8°) @ 2.5m

Primary Cell Mini Safety Torches

• Ultra small size

• ATEX and IECEx Approved for explosive

gas and dust atmospheres

• T4 and T5 temperature class versions

• Zone 0 certified LED models

• Simple, robust design with integral clip

• Single handed switching

• Ingress protection to IP67

• Group I Mining Approval

WOLF MINI & MICRO TORCHES
Ref M-10 M-20 M-40 M-60

Baseefa06ATEX0084

Zones Zones Zones Zones 
0, 1 & 2 1 & 2 0, 1 & 2 0, 1 & 2

Zones Zones Zones Zones
20, 21, 22 21, & 22 20, 21, 22 20, 21, 22

25g 60g

22 x 70mm 22 x 146mm

4 x LR44     2 x LR03 3 x LR1 (N)

(AAA)

1x5mm LED 1.05W 3x5mm LED 1W LED
Xenon

≈2hrs ≈2.3hrs ≈10hrs ≈10hrs

IP67

G

D

I M1/II 1 GD
Ex ia I/IIC T5 
tD A20 IP67

T80°C

I M2/II 2 GD
Ex ib I/IIC T4
tD A21 IP67

T80°C

I M1/II 1 GD
Ex ia I/IIC T4
tD A20 IP67

T80°C

I M1/II 1 GD
Ex ia I/IIC T4
tD A20 IP67

T80°C

Primary Cell Midi Safety Torch

• ATEX and IECEx Approved for use 

in Zone 1 hazardous areas

• 120 lumen high output LED light source

• T3/T4 temperature class

• IIB Gas Group

• Midi compact size

• Compact and robust ergonomic design

• Single handed switch with switch

protection shroud

• IP67 water and dust tight

• Group I M2 Mining approval

M-80 

6500 lux (7°) @ 1m
1235 lux (7°) @ 2.5m

WOLF 4AA MIDI TORCH
Ref M-80

IM2/II2G Ex ib I Mb/IIB T3/T4 Gb IP67

Baseefa11ATEX0236

Zones 1 & 2, Gas Groups IIA, IIB

–

0.190 kg

45 x 170mm

4 x LR6 (AA) Cells

High power LED

≈7hrs

IP67

G

D

1180

1180


