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TECHNICAL FEATURES

Material GRP (Glassfiber reinforced polyester)

IP rating IP66

Ambient temperature 
range

-50°C to +60°C (ATEX)
-50°C to +60°C (IECEx - up to +95°C for some "special" models)

Approvals IMQ 08 ATEX 028X
IECEx IMQ 15.0002X
TR CU

IMQ 16 ATEX 004U
IECEx IMQ 15.0010U

Marking II 2 GD
Ex e IIC Gb/Ex ia Ga IIC T(**) 
Ex tb IIIC T(**) Db IP66
** T6/T85°C, T5/T100°C, T4/T135°C

Standard certificate label Made by self adhesive UV and corrosion resistant polyester, approved by certified Laboratory.

Accessories available 
upon request

Hinges
Drain/breather valve
Traffolyte/Stainless steel certificate label
Internal mounting plate
Earth continuity plates
Passing through earth bolt

AQ../AR.. Series are used to house Ex e and Ex i terminals. Maximum number of terminals 
changes on the base of terminals section, enclosure operating temperature and required 
temperature class. They are ideally suited for chemical agents environments. Sea water 
corrosion resistance and extremes of low and high temperatures. 

AQ../AR..  Series - Glassfiber reinforced polyester

INCREASED SAFETY



 technor.com 113112 technor.com

TECHNICAL FEATURES

Dimensions AQ../AR..

AQ../AR.. Series junction boxes
CODE TYPE DIMENSIONS [mm] WEIGHT [Kg]

A B C D E
B030200001000 AQ-080806P 75 80 55 45 48 0,23
B030200002000 AR-081106P 75 110 55 45 98 0,295
B030200003000 AQ-121209P 120 122 90 82 106 0,75
B030200004000 AR-122209P 120 220 90 82 204 1,06
B030200005000 AQ-161609P 160 160 90 110 140 1,29
B030200006000 AR-162609P 160 260 90 110 240 1,71
B030200007000 AR-163609P 160 360 90 110 340 2,15
B030200009000 AQ-252612P 250 255 120 200 235 2,65
B030200010000 AR-254012P 250 400 120 200 380 3,65
B030200013000 AR-256012P 250 600 120 200 580 5,235
B030200014000 AQ-414012P 405 400 120 355 380 5,58
 AQ-414020P 405 400 200 355 380  
 AR-406025P * 400 600 250    

*The standard enclosure is complete with hinges on the long side.
The codes refer to the empty and undrilled enclosures, sold under component certificate.
For complete junction boxes is necessary to ask to the Sales Office.

Maximum number of entries on sides
TYPE M20/1/2" M25/3/4" M32/1" M40/1" 1/4 M50/1" 1/2 M63/2"

A B A B A B A B A B A B

AQ-080806P 1 1 - 1 - - - - - - - -
AR-081106P 1 2 - 2 - - - - - - - -
AQ-121209P 2 2 1 2 1 1 1 1 - - - -
AR-122209P 2 5 1 4 1 3 1 3 - - - -
AQ-161609P 3 3 2 3 1 2 1 1 - - - -
AR-162609P 3 5 2 5 1 4 1 3 - 3 - -
AR-163609P 3 8 2 7 1 6 1 5 - 4 - -
AQ-252612P 8 10 8 10 3 7 3 4 2 3 2  2
AR-254012P 8 18 8 16 3 5 3 5 3 5  2 4 
AR-256012P 8 25 8 24 3 10 3 8 2 6  2 6 
AQ-414012P 16 18 6 14 5 6 5 5 4 5  3  6
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	Fluorescent lighting
	EVF-P..� Series - Zones 1, 2, 21 & 22 - End-cups in Copper free aluminium
	Spares & Accessories

	EVF-F..� Series - Zones 1, 2, 21 & 22, end- cups in copper free aluminium
	RMS-560..� Series - Zones 1, 2, 21 & 22 - Stainless steel AISI 304
	RMS-550..� Series - Zones 2 & 22 - Stainless steel AISI 304
	RMS-540..� Series - Safe area - Stainless steel AISI 304
	Spares & Accessories

	G2X� Series - Zones 2 & 22

	Wellglass
	EV..� Series - H.I.D. well glass lighting fixture
	EV..� Series Lighting fixtures for fluorescent compact/halogen lamps - Copper free aluminium
	EV..� Series - Hand lamps for incandescent lamps - Copper free aluminium
	EVCC-PR� Series - Tank lighting fixtures - Copper free aluminium
	Spares & Accessories


	LED lighting
	LED EV..� Series - Spotlight - Copper free aluminium
	LED EVCC-PR� Series - Tank lighting fixtures - Copper free aluminium
	FL-LED..� Series - Floodlight - Copper free aluminium
	G2X LED� Series - Zones 2 & 22
	EVF-P LED..� Series - Zones 1, 2, 21 & 22 - End- cups in Copper free aluminium
	EVF-L..� Series - Tubular GRP led lighting
	RMS-560 LED..� Series - Zones 1, 2, 21 & 22 - Stainless steel AISI 304

	Floodlights
	FL..� Series - Copper free aluminium or Stainless steel AISI 316 L
	Spares & Accessories


	Lamps/spare parts
	Increased safety
	EFXE� Series - Stainless steel AISI 316 L
	EFXE� Series - Copper free aluminium low thickness
	EFE� Series - GRP
	Spares & Accessories


	Flameproof
	CP../EFDCN..� Series - Copper free aluminium
	CP../EFSRC..� Series - Copper free aluminium
	EPKZM� Series - Circuit breaker enclosure - Copper free aluminium
	Spares & Accessories


	Increased safety
	AQ../AR..� Series - Glassfiber reinforced polyester
	AQ../AR..� Series - Copper free aluminium low thickness
	AQ../AR..� Series - Copper free aluminium high thickness
	SB� Series - AISI 316 L Stainless steel
	B2X �Series - Glassfiber reinforced polyester

	Flameproof
	CP../CPS..� Series - Copper free aluminium
	ECR-3� - Drain valve

	Pressurized cabinets
	QPREX� Series - Stainless steel AISI 316 L

	Gas Group IIB + H2 
	EJB..� Series - Copper free aluminium
	EJB..� Series - Stainless steel AISI 316 L
	EJB..� Series – Galvanized carbon steel
	Spares & Accessories


	Gas Group IIC
	GUB..� Series - Copper free aluminium or Stainless steel AISI 316 L
	GUB../QL� Series - Copper free aluminium or Stainless Steel AISI 316 L
	GUB/EMH..� Series with window - Copper free aluminium or Stainless Steel AISI 316 L
	CPS../EMH..� Series with window - Copper free aluminium

	Earthing systems
	GUMT� - Earthing control system - Copper free aluminium
	PTA� Earthing clamp

	Visual signal
	EV../ROT� Series - Rotating lights - Copper free aluminium
	EV../XN-MXN� Series - Flashing lights - Copper free aluminium
	EV../WA..� series - LIOL (Low intensity obstruction lighting) - Copper free aluminium
	EVCC..� series - MIOL (Medium intensity obstruction lighting) - Copper free aluminium
	EVCC-PR/LED� Traffic light
	Spares & Accessories


	Lamps/spare parts
	Visual signal section

	Metallic cable glands
	Single seal
	Double seal
	PSM (Male-Male) 
	PSF (Male-Female)

	Plastic cable glands
	Polyamide
	Spares & Accessories


	Fittings
	BMF/BFF/BMM �Series - Three pieces unions
	BMF/BFF/BMM �Series - Three pieces unions
	BMF/BFF/BMM �Series - Three pieces unions
	EYS� Series - Sealing fittings
	EZS �Series - Sealing fittings
	NP� Series - Nipples
	EM� Series - Unions
	ELF� Series - Elbows
	LBH� Series - Open elbows
	DB� Series - Aluminium bushings
	PLG� Series - Recessed exagonal plugs
	PLG� Series - Resin exagonal plugs
	T� Series - Exagonal plugs
	RE/REB� Series - Reductions and adaptors
	A../F../M../R..� Series - Reductions and adaptors

	Plugs & socket-outlets
	FSX� - Socket-outlet & welding receptacle - Stainless steel AISI 316 L
	FSAL� - Socket-outlet & welding receptacle - Copper free aluminium
	MXBS� - Socket outlet combination boxes
	FPR� - Plugs - GRP

	Explosion-proof products
	DXN/DX/PNCX/MULTICONTACTS/SPeX

	Industrial products
	Industrial power supply/Signal & control/High current/High Temperature/Self-ejecting systems/Boxes


